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CITY OF NEWPORT BEACH 

BUILDING DEPARTMENT 

3300 NEWPORT BLVD. 

P.O.BOX 1768, NEWPORT BEACH, CA 
                                                     (949) 644-3275 

 
 

TENANT IMPROVEMENT 

FIRE SPRINKLER CORRECTIONS 
 

Project Description:  

Project Address:  

Plan Check No.:  Date Filed:  No. Stories:  

Use:  Occupancy:  Const. Type:  

Architect/Engineer:  Phone:  

Owner:  Phone:  Submitted Valuation:  

Checked by:  Phone: (949) 644-32    Permit Valuation:  

X 1
st
 Check  2

nd
 Check  3

rd
 Check    

 4
th
 Check* *NOTE:  Do not resubmit.  Call plan check engineer for an in-person  

recheck appointment.  
 

WARNING:  PLAN CHECK EXPIRES 180 DAYS AFTER SUBMITTAL. 

                     THIS PLAN CHECK EXPIRES ON: __________                

 

Approval of plans and specifications does not permit violation of any section of the Building Code 
or other City ordinances or State law. 

This plan check is according to 2007 California Building Code. 

Note: This list is applicable to B/M/A3 occupancies.   
 

Codes and Standards Used:    NFPA 13, 1999 Edition 
 

• Make the following corrections to the plans. 

• Return this correction sheet and check prints with corrected plans. 

• Indicate how each correction was resolved. 

 

1. Designer to have C-16 License Classification.  Designer to stamp and sign sprinkler drawings. 

2. Architect or designer to coordinate sprinkler drawings with architectural drawings and certify 
sprinkler drawings. 

3. Specify the occupancy classification per section 2-1 and area per sprinkler (Per section 5-6.2.2). 

a. Light hazard 

b. Ordinary hazard Group I 
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c. Ordinary hazard Group II 

d. Ordinary hazard Group III 

e. Extra hazard Group I 

f. Extra hazard Group II 

g. High piled stock 

4. Specify if the construction is obstructed or unobstructed 1-4.6. 

a. Smooth ceiling 

b. Beam and Girder 

c. Bar joist 

d. Wood joint 

e. Wood Truss Construction 

5. Specify type of O.H. pipe to be used in accordance with Table 3-3.1. 

6. Specify type of O.H. pipe fittings to be used in accordance with tables 3-5.1 and 3-5.2. 

7. Hangers to be selected from Section 6-1. 

8. If hangers are designed, they should support water filled pipe plus 250#. (6-1.1).  Provide hanger 
listing and detail. 

9. Spacing of pipe hangers to be per Table 6-2.2. 

10. Each pipe segment on branch line to have one hanger min. (6-2.3.1) 

11. Maximum cantilevered pipe with end sprinkler to be 3' for 1" @ pipe, 4' for 1 1/4@ pipe and 5' for 1 

1/2"@ pipe. (6-2.3.3) 

12. The maximum length of unsupported arm over pipe to a sprinkler to be 2' for steel pipe, 1' for 
copper pipe. (6-2.3.4) 

13. Design longitudinal and lateral bracing per 6-4.5.6 

14. Longitudinal bracing shall be spaced at a maximum of 80 feet.  6-4.5.4 

15. Lateral bracing shall be spaced for main and cross main at a maximum of 40 feet.  6-4.5.3. 

a. Exception #2 for 6 inch rods 

b. Exception #3 for U-hooks 

16. Provide specs and drawing for sway bracing or specify the NFPA standard bracing from Tables 6-
4.5.8, 6-4.5.9. 

a. Specify sprinkler head and listing.  Orifice size to be 1/2" nominal. 

b. Dry pre-action system requires upright sprinkler heads or pendant heads listed for dry 
use. 

17. Sprinklers to be spaced per Table 5-6.2.2(a), (b), (c).  Minimum distance between sprinklers to be 
6 feet per 5-6.3.4. 

18. Sprinklers in concealed attic space shall be of intermediate temperature classification.   
5-3.1.4.2(6) 

19. Sprinkler head to be at            ft. from wall and not more than 9' from wall in small rooms (800 

ft2). 5-6.3.2.1. 

20. Min. distance to wall 4". 5-6.3.3. 
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21. Provide sprinklers under exterior roofs and canopies wider than 4 ft.  5-13.8.1. 

22. Sprinklers adjoining ceiling mounted obstructions must comply with Tables 5-6.5.1.2 and 5-
6.5.2.3 for floor mounted obstructions 

23. Sprinkler deflector to be 1" to 12" below smooth ceiling.  (1" to 6" below structural members.   
22" max. below deck for obstructed condition.) 5-6.4.1.1 and 5-6.4.1.2. 

24. Sprinkler deflector to be parallel to sloped ceiling.  5-6.4.2. 

25. Minimum clearance below sprinkler is 18".  5-5.6. 

26. Heat collectors (baffles) are not permitted in improved area.  (Accepted only in shell space). 

27.    

 


